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8/8S SHORT 398405~
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& ELECTRICAL TEST:
1.CONTACT RESISTANCE: 5 OHM
2.INSULATION RESISTANCE: 5M OHM
3.VOLTAGE RATING: 300V

8173
P1 P2
1 1 WHITE/ORANGE
2 2 ORANGE
3 3 WHITE/GREEN
6 6 GREEN
4 4 BLUE
5 5 WHITE/BLUE
7 7 WHITE/BROWN
8 8 BROWN
SHIELD SHIELD
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& CABLE MARKING:

350MHz (UL) E305668 TYPE CM 26AWG 75°C CSA
204790 CM 75°C ETL  VERIFIED TIA/EIA-568-C.2 SSTP
CAT.SE  SHIELDED ~ RoHS ~ COMPLIANCE BATCH NO.

& NOTE: All relevant materials are complied with RoHS directive .

& REV.2 2018.05.21 | ADD CABLE MARKING AREV.3 2018.09.13 | ADD TEST

AREV.1 2012.02.27 | MODIFY CABLE SUPPLIER AND RoHS

CHECKED

3 MOLDED PVC GREY—WHITE H1BP01-0304G07 M304
4 TWISED PAIRS CAT.5E 26AWG SSTP, 0D6.2mm, JACKET GREY-WHITE
1 8P8C MODULAR SHIELDED PLUG, GOLD PLATING 50u” ON CONTACTS, SHORT TYPE | AINB17—0209 2 M209
No. DESCRIPTION Q1Y Supplier
TS
APPROVED Tc?ltfr‘(‘::snces:er pec.
0 ~200mm 110mm
cecken | HU | SFUTPS5EULGR-X 1~1000mm  £20mm
1001 ~1500mm 125mm
1501~2100 130
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